
.....
-b

’48
LA-UR

I
79-1760

TITLE: ELECI’RONIC

mITURING

cGNt”-Tw--wt- ““ /

IDENTIFICATIONANDREMOTETEMPERATLW

IN LIVESTOCKMANAGEMENTANDDISEASE CONTROL

AUTHOR(S): G. L. Seawright

D. M. Helm

SUBMITI’ED TO: XXIst WORLDVETERINARYCONGRESS

July 1-7, 1979

,/mq”J..-
.4

By ●eeptmwx of thix artklc for wblicution. tho
pablinber reeomixe~ thr (bwnmwtt”s {license) rights
b ●ny copyright und thr Government and its ●uthorized
~tstiwx huwe unrvstricfed right to reproduce in

whale or in rmrt mid articlo under nn~ copyright
~urcd by lhe pubiinher.

I&e k Alumos scientific I.nkratow rmu~ts lhul the
publkher identify this article MCwork performed under
tba WSpkeU Of the USHRLM.

If+41hm
s,cier ~fic laboratory

of the University of California
LOS ALAMOS, NEW MEXICO 87S4S

I \
pJi&,mYmr4dr@ls.—. — .—

tllulwl) wl’,\l’Es
FNm:Y I{kxl’xl{(’11 ASll

I)lwEIAN’i$fl’x’lm ,\l)illNlsl’l{,t”l’l(JN
CC.)NTI{A(.”1’ W-7WI.hW(;. iw

About This Report
This official electronic version was created by scanning the best available paper or microfiche copy of the original report at a 300 dpi resolution.  Original color illustrations appear as black and white images.

For additional information or comments, contact: 

Library Without Walls Project 
Los Alamos National Laboratory Research Library
Los Alamos, NM 87544 
Phone: (505)667-4448 
E-mail: lwwp@lanl.gov



,,“ I
,,

ELECTRONICIDENTIFICATIONANDREMOTE

TEMPERATUREhKINITORINGIN LIVESTOCKMANAGEMENT

ANDDISEASECONTRCL

Seawright, G. L. and Helm, D. M.

Los Alamos Scientific Laboratory,

Los Alamos, N.M., USA

INTRODUCTION

Since 1973 the Los

of Energy, and the U.S.

Alamos Scientific Laboratory, of the U.S. Department

Department of Agriculture have cooperated in the

development of an electronic identification and temperature monitoring system

for widescale use in livestock. The system was developed to provide the live-

stock industzy with an efficient method for animal management and disease

detection and to provide regulatory agencies with a computer-oriented method

for detecting diseased animals in commerce and tracing them back to their

source. In this paper, we describe the system, summarize results of long-

term experiments in

SYSTEMDESCRIPTION

The el(:ctronic

cattle, and present plans for field trials.

identification/temperature monitoring system consists of

a passive (no batteries) transponder which is implanted under the skin of the

animal and a remote interrogator/receiver (2). The transponder is energized i;-

a beam of microway~s (’: ? MHZ), sent out from the interrogator. The transponder

circuitry modulates the transponders reflection pattern in an encoded manner to

give identification and temperature. The same antenna on the interrogator is

used for powering the transponder and receiving the low frequency (10-40 K Hz)

encoded back scatter signal. The hardware can be portable (hand-held) or fixed,

depending on the application and degree of automation desired, and the data can

be read out directly or store,l in a computer-compatible format.
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Tho tcmpcraturc feature pcnnits tcmpcraturc mcasurcmcnts to bc made at a

distance from unrestrained animals. It can thus aid in the c!ctection of dis-

ease and stress and perhaps ovulation and impending parturition. It may also

find use in selective breeding programs by identifying favorable temperat’me

markers in disease and stress-tolerent breeding stock (3].

The identification feature can be used for individual animal management and

can also form the basis for an international livestock identification scheme.

A 15-character identification code, suitable for an intentional scheme, has

been proposed by the International Livestock Brand Conference and the National

Electronic Identification Board (NLEIB). The latter group is made up of members

representing all major livestock interests in the USA and is concerned that a

systcm be marketed that will serve the “national needs.” Each character can be

one of 10 decimal digits or of six alphanumeric characters; with this code, all

of the major livestock animals in the world could be individually identified.

The actual assignment of the characters will be made fter further study in which

the cost and benefit of different formats have been considered. The technical

feasibility of 15 characters (64 bits] has been .“-~onstrated by a simulation with

current units having three characters (16 bits) of identification. This requires

the interrogator to get the same answer eight times before it indicates a rcacling.

I%e NLEIB has proposed a set of minimum functional specifications that a

National Electronic Identification Systcm should have to satisfy the major needs

of the livestock industry. The proposed (1) specifications are as follows:

1] suitable for dairy, fecdlot, salesbarns, performance testing, slaughterhouses,

and remote locations (no AC power); 2) three-meter range; 3) conforms to safety

standards; 4) ten-year lifetime of transponders (9S!, survival); 5) tcn inter-

rogations/day of transponders; 6] interrogation time less than 1/2 s; 7) er-

roneous readings less than 0.1%, 8] moving animals (24 km/h) read W. of the time



9) implantablc

biocompatiblc,

transponders must bo sterile, small enough for calf implantation,

and nonsurgically implantablc; 10) concurrent identification and

temperature readings; 11) 64-bit memory, 1S positions, with 10 numbers, six

letters each position, 12) no dupiicatcs, 13) readable in frozen animal; and x4]

temperature readings

curacy of reading of

This code will

should span 30-4S°C with a resolution of ~ O.l°C and ac-

+ O.l”c..
permit automated management of herd health, genetic and

production records and can also be used to controI the quantity and composition

of food intake for individual animals. Where diseased animals are found at

slaughter plants or at sow point in their pathway through commerce, the code

wIII permit disease control agencies to conduct computer-assisted traceback to

the herd of origin.

ANIMALEXPERIMENTS

Long-term experiments have been conducted in cattle to detemninc if im-

plants migrate from the original site and to evaluate electronic performance

ovor long periods of time.

“ Six temperature-only reading transponders were implsntcd in cattle at

the National Veterinary Services Laboratories in December, 1975. One trans-

ponder was impianted in the pelvic cavity, between the sacrum and rectun,

and five others were implanted subdennally behind the withers, 2-3 inches

from the topline of the animal. Four of the subdermal implants were installed

ventral to a horizontal incision and one was implanted caudal to a diagonal

incision.

AS shown in Table I, the pklvic implant (AIT1] and 3 of S suhdcrml im-

plants (A4T2, ASTS, and AoT3) have functioned properly for at least 2-1/2

yebws. The subdcrmal implaht made through a diagonal incision (A3T4)ejected

in seven months but it was functioning properly at six months when it was last

tustcdo
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The remaining implant (A2T6) was working properly at six months, shortly before

the animal died of unrelated causes.

These observations indicate that implanted transponders can provide re-

liable, maintenance-free temperature measurements over reasonably long periods

of time.

FIELD TRIALS

Because laboratory experiments have confirmed the technical feasibility of

electronic identification and temperature monitoring, plans are now being

made for field trials in various user environments (l). Priority in the

trial will be given to dairy and feedlot cattle. The field trials are scheduled

to be ctarted in 1979 with commercially built equipment at five sites and with

equipment built by our laboratory at one site. In these trials a total of about

aOO transponders will be tested.

The experiments will be designed to evaluate the instrumentation under

field conditions and to detcnnine if the system is cost effective to the user.

Because fever and heat detection are important variables in determining cost

effectiveness, it is important to find out how accurately subdermal temperatures

reflect these events. To investigate this question, some animals will be instru-

mented with additional equipment that consists of battery-powered transmitters

and a radio rccciver to simultaneously monitor subdennal and deep body (ear

canal) temperatures. Each of the transmitters continuously transmits tempera-

ture data at a unique frequency to a remote receiver, which can be placed up to

1 km away (4). The receiver monitors each transmitter in sequcncc until tcm-

pe~atures of all animals have been recorded and

tcry-powered transmitters will bc used bectmsc,

tcmpcraturc measurements can bc made up to 1 km

the animal’s locution relative to the rccciving

then it repeats the cycle. Bat-

unlikc the I.D. systcm,continuous

from the animal, rcgardlrss of

antenna. Bccausc the identity



-5-

of the animal is provided by the transmitter frequency, only a few thousand

animals can be identified in this manner. Also, the batteries need replace-

ment about twice per year.

Commercial manufacturers of the instmmentation have been involved in the

field trial to expedite the transfer of technology to private industry. We

expect the field trial to provide information that will be valuable in guiding

future development and application of the concept.

CONCLUSIONS—.

The system described here could form the basis for an international live-

stock identification system with disease detection capability. Veterinarians

throughout the world shouId start to consider how widespread use of such a

system could alter their approach to food animal disease control.
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TABLE1. Transponder Implant Summary

Animal Implant Site Incisions Disposition

AITl PCa Diagonal Working, 2.S yrs.

A3T4 DPSb Diagonal Ejected, 7 mos.

A2T6 DPS Horizontal Working, 6 Iuos.c

A4T2 DPS Horizontal Working, 2.5 yrs.

AST5 DPS Horizontal Working, 2.5 Ps.

A6T3 DPS Horizontal Working, 2.5 yrs.

aPelvic cavity.

bSubdermal dorsal Postscapular region.

cCalf died 6 months after implant from unrelated causes.


